4mm

» Housing material : Medical Grade PP
»Filtration area : 0.06cm?

»Process Volume : 2 mL

»Pore size : 0.22, 0.45, 1.0um

13mm

»Housing material : Medical Grade PP
»-Filtration area : 0.65cm?

»Process Volume : 10 mL

»Hold-up volume : <25ul

»Pressure Bar (PSI) : 7Bar(100)
»Highest Temp : 45 °C

33mm

»Housing material : Medical Grade PP
»Filtration area : 3.9cm?

»Process Volume : 100 mL

»Hold-up volume : <100 ul

»Pressure Bar (PSI) : 5.2Bar(75)
»Highest Temp : 45°C

HPLC/Air/Vent Filters

SYRINGE FILTERS

e HPLC Class

Ordering Information 100pes/pk
e Easier to distinguish different
g @ @ ® @ ®
membranes fypes Membrane Diameter Sterile Pore size Membrane characteristics
¢ Multiple choices of Membranes PVDF CcA 004=4mm | N(non-sterile) ggg:g:gg el I = hydrophilic
. PTFE PES 017=13mm 045=0.45 um O = hydrephobic
e Medical Grade Polypropylene e | B | G et
. 300=3.0 um
Housing MCE gr 500=5.0 um

e OEM Accepted For example : PTFEO17N045 — 13mm Syring Filter, Hydrophilc PTFE, 0.45um, Color-coding
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NEW COMPACT SERIES

Finetech®
Oilless Vacuum Pump

Features

e Low vibration and low noise emission
e Oilless design, no pollution generated
e Compact and easy-to-carry design

¢ Rugged design and low maintenance

e Overload protection

Applications

e Laboratory instruments

e Medical instruments

e Use in pollution free environment
e Vacuum systems

e Vacuum filtration

Specifications
| Open Flow i s e
Model Voltage (L/min) ax. vacuum | Fower T Hp
- T mmH w ki
_ 50Hz 60Hz ( 9 | W) | (ko) |
VS300 _ 110v 60Hz or 220V 50Hz 19 24 660 95 36 1/8
VS400 @ 110v 60Hz or 220V 50Hz | 32 40 660" 120 L) 1/6

*Value + 6%

Dimension : 267x113x150 mm (VS300)

330x135x180 mm (VS400) ﬁ[zei |8CA




